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SPIKES SPECIAL ADHESIVE 
 

Formulated for use in the installation of Bird-X Spikes 
 

 

 

Bird-X SPIKES Special Adhesive is a one-part, moisture curing, neutral silicone adhesive sealant 

specifically formulated to offer outstanding adhesion to vinyl and most other building materials. Can 

be used for sealing vinyl windows, doors, gutters and siding, aluminum and wood doors, windows and 

siding. 

PAINTABILITY:   Paint will not adhere to sealant. All painting should be completed prior to sealant 

application. 

DIRECTIONS: 

1. Clean and dry surface. Remove any soap, oil or grease.  

2. For a smooth seal, hold at 45° angle and apply by pushing sealant ahead of opening.  

3. Tooling must be completed in 5 minutes. Remove excess with a dry paper towel.  

4. Normally sealant “skins’ in 5 minutes, dries to touch in 1 hour, and cures and    

 bonds in 24 hours.  Optimum strength is achieved in 7 days.  

5. After sealant is cured excess material can be removed by trimming with a sharp   

 blade. Avoid undercutting the seal.  

      

SPECIFICATIONS:   ASTM C920-86 

 

CAUTION!  DIRECT CONTACT WITH UNCURED SEALANT IRRITATES EYES AND MAY IRRITATE SKIN,  

OVEREXPOSURE TO VAPOR MAY IRRITATE EYES, NOSE AND THROAT. 

Avoid eye contact. Use with adequate ventilation. Do not handle contact lenses with sealant on 

hands.  

IN CASE OF EYE CONTACT, flush eyes with water for 15 minutes. Obtain medical attention. IN CASE OF 

SKIN CONTACT, remove from skin and flush with water.  

 

KEEP OUT OF REACH OF CHILDREN. 


